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Fe-4-8%
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38,0-42,0% 30,0-35,0% 1,5-4,0% 3-5% 0,5-1% 4-8% 0,08-0,15%

Fe-0.8-3%
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3 MnO Fe P

38-42% 34-38% 3-5% 4-6% 0.5-1.5% 0.8-3% 0.08-0.15%

Fe-60%
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35-40% 30-35% 10-15% 0.5-1.5% 3-5% 4-8%

Fe-70%
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3
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2 CaO FeO MgO MnO

3.00% 31.00% 52.00% 5-8% 6.10% 2.00%

Fe-5-8%
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2
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5-8% 40-45% 30-35% 3-5% 4-7% 1.5-3.0% 0.1-0.2%

Fe-8-10%

Fe Cao SiO
2
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8-10% 35-40% 28-32% 5-8% 3-8% 1.5-4% 01.-0.2%

Open Hearth Slag, Non Magnetic Fraction 0-10mm

Open Hearth Slag, Non Magnetic Fraction 10-60mm

Chemical Analyses of Slag

Blast Furnace Slag, Non-magnetic fraction 0-10 mm

Blast Furnace Slag, Non-magnetic fraction 10-40 mm

Open Hearth Slag, Magnetic Fraction 10-60mm

Open Hearth Slag, Magnetic Fraction 250+mm
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